
   
  

 

  

 RELAY,SO867070

URL:https://www.sxplc.com/relay-so867070

Product data sheet

    Mounting Type
Chassis Mount

Circuit SPST-NO (1 Form A)
Output Type

AC, Zero Cross

Voltage - Input
3.5 ~ 32VDC

Voltage - Load
24 V ~ 510 V

Load Current
75 A

On-State Resistance (Max)
4.5 mOhms

Termination Style
Screw Terminal

Operating Temperature
-40°C ~ 90°C

Package / Case Module
Supplier Device Package

-

Approval Agency
CE

Grade
-

Qualification
-

Base Product Number SO8670
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https://www.sxplc.com/
https://www.sxplc.com/
https://www.digikey.com/en/products/filter/solid-state-relays-ssr/spst-no-1-form-a/183?s=N4IgjCBcpgzADFUBjKAzAhgGwM4FMAaEANwDsoAXAJwFdCQB7KAbRABZ4A2T%2BAdhAC6RAA4UoIAMrUAlqQDmIAL7KgA
https://www.digikey.com/en/products/filter/solid-state-relays-ssr/module/183?s=N4IgjCBcpgbFoDGUBmBDANgZwKYBoQA3AOygBcAnAV3xAHsoBtEAZgHZYAOABgCYQAugQAOZKCADKlAJbEA5iAC%2ByoA
https://www.digikey.com/en/products/base-product/celduc-inc/3667/SO8670/728258
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