
   
  

 

  

Pressure transmitter with ceramic

measuring cell PA3023

URL:https://www.sxplc.com/pressure-transmitter-with-ceramic-

measuring-cell-pa3023

Product data sheet

    

Number of inputs and outputs Number of analog outputs: 1

Measuring range 0...25 bar 0...363 psi0...2.5 MPa

Process connection threaded connection G 1/4 Internal thread

System gold-plated contacts

Application for industrial applications

Media liquids and gases

Medium temperature [°C] -25...90; (on request: -40...90 °C)

Min. bursting pressure 350 bar 5075 psi35 MPa

Pressure rating 150 bar 2175 psi15 MPa

Type of pressure relative pressure

                               1 / 3

https://www.sxplc.com/
https://www.sxplc.com/


Operating voltage [V] 9.6...32 DC

Min. insulation resistance [M?] 100; (500 V DC)

Protection class III

Reverse polarity protection yes

Number of inputs and outputs Number of analog outputs: 1

Total number of outputs 1

Output signal analog signal

Number of analog outputs 1

Analog current output [mA] 4...20

Max. load [?] 720; (Ub = 24 V; (Ub - 9,6 V) / 20 mA)

Overload protection yes

Measuring range 0...25 bar 0...363 psi0...2.5 MPa

Repeatability [% of the span] < 0,1; (with temperature fluctuations < 10 K)

Characteristics deviation [% of the span] < ± 0,25 (BFSL) / < ± 0,5 (LS); (BFSL = Best Fit Straight Line; LS = limit value setting)

Long-term stability [% of the span] < ± 0,05; (per 6 months)

Temperature coefficient zero point [% of the span / 10 K] 0,1; (0...80 °C)

Temperature coefficient span [% of the span / 10 K] 0,2; (0...80 °C)
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Step response time analog output [ms] 3

Ambient temperature [°C] -25...80

Storage temperature [°C] -40...100

Protection IP 65
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