
   
  

 

  

NPT Male

Connector,M12MSC1/2N-316

URL:https://www.sxplc.com/npt-male-connector-m12msc1-2n-316

Product data sheet

    Materials of Construction: Stainless Steel AISI 316

Connection Thread Size: 1/2" NPT

Specifications Met: n/a

Additional Options: n/a

Brand: A-LOK

Configuration: Tube to Pipe (Male Pipe)

Product Style: Male National Pipe Tapered (NPT) Connector

Shape: Straight

Operating Pressure: 200 to 430 bar

Minimum Operating Temperature: -255 °C

Maximum Operating Temperature: 649 °C

For Fluid Type: Gases, Liquid, Fuels, Oil, Corrosive, Natural Gas (CNG), Hydrogen, Steam, Petroleum Oil

Length: 49 mm

Technology: Process Control

Application: Instrumentation, Analytical Installations, CNG / LNG Lines, Hydrogen Service, Offshore Control Panels, Sensing Lines

Industry: Oil & Gas, Chemicals Processing, Trucks & Buses, Semiconductor, Industrial Gas, Analytical Instrumentation, Power Generation, Renewable Energy, Healthcare & Life Sciences, Water Treatment

Division: Instrumentation Products Division

Tube Outside Diameter: 12 mm (O.D.)
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